Kanlux IT

e |T-1/20- MIX: jedno baleni obsahuje 10 ks.
e |T-2/10/16MM-MIX: jedno baleni obsahuje 10 ks.
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IT-1/10-B 01257 gerna
IT-1/20-B o171 cernd
IT-1/20-Y 01272 Zluté
IT-1/20-RE 01273 Cervena
IT-1/20-GN 01274 zelena
IT-1/20-BL 01275 modra
IT-1/20-W 01276 bila
IT-1/20-Y/GN 01277 | zlutd/zelena
IT-1/20-MIX 01283 | vicebarevny
IT-2/10/16MM-Y 01284 Zluta
IT-2/10/1T6MM-RE | 01285 | cervend
IT-2/10/16MM-B 01286 gerna
IT-2/10/16MM-GN | 01287 zelena
IT-2/10/16MM-BL | 01288 modra
IT-21016MM-W 01289 bila
IT-2/10/16MM-GR | 01290 Sedd
IT-2/10/16MM-BR | 01291 hnéda
IT-2/10/16MM-Y/GN | 01292 | Zlutd/zelena
IT-2/10/16MM-MIX | 01293 | vicebarevny
IT-2/5/16MM-B 01294 gerna
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Zména technicky parametr( vyhrazena. Informace uvedené v tomto dokumentu nejsou pravné zavazné.

Fotometrie: vysledky ziskané béhem testovani konkrétniho exemplare.
Kanlux S.A. ul. Objazdowa 1-3, 41-922 Radzionkdw, Poland kanlux@kanlux.com



