Kanlux IT

e |T-1/20- MIX: unit package containing 10 pcs.
e [T-2/10/16MM-MIX: unit package containing 10 pcs.
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IT-1/10-B 01257 black
IT-1/20-B 01271 black
IT-1/20-Y 01272 yellow
IT-1/20-RE 01273 red
IT-1/20-GN 01274 green
IT-1/20-BL 01275 blue
IT-1/20-W 01276 white
IT-1/20-Y/GN 01277 | yellow / green
IT-1/20-MIX 01283 | multicoloured
IT-2/10/16MM-Y 01284 yellow
IT-2/10/1T6MM-RE | 01285 red
IT-2/10/16MM-B 01286 black
IT-2/10/16MM-GN | 01287 green
IT-2/10/16MM-BL | 01288 blue
IT-21016MM-W 01289 white
IT-2/10/16MM-GR | 01290 grey
IT-2/10/16MM-BR | 01291 brown
IT-2/10/16MM-Y/GN | 01292 | yellow / green
IT-2/10/T6MM-MIX | 01293 | multicoloured
IT-2/5/16MM-B 01294 black
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Date of issue: 20.10.2025, 10:40

We reserve the right to make technical changes. The data contained in this material are not legally binding.

Photometry: the results obtained from testing were from a specific sample.
Kanlux S.A. ul. Objazdowa 1-3, 41-922 Radzionkdw, Poland kanlux@kanlux.com



