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IPER LED 10W-NW-O 37290 10 1200 4000 white
IPER LED 19W-NW-O 37291 19 2280 4000 white
IPER LED 26W-NW-O 37292 26 3120 4000 white
IPER LED 35W-NW-O 37293 35 4200 4000 white
IPER LED 10W-NW-L 37294 10 1200 4000 white
IPER LED 19W-NW-L 37295 19 2280 4000 white
IPER LED 26W-NW-L 37296 26 3120 4000 white
IPER LED 35W-NW-L 37297 35 4200 4000 white
IPER LED 10W-NW-O-SE 37298 10 1200 4000 white microwave
IPER LED 19W-NW-O-SE 37299 19 2280 4000 white microwave
IPER LED 26W-NW-O-SE 37300 26 3120 4000 white microwave
IPER LED 35W-NW-O-SE 37301 35 4200 4000 white microwave
IPER LED 10W-NW-L-SE 37302 10 1200 4000 white microwave
IPER LED 19W-NW-L-SE 37303 19 2280 4000 white microwave
IPER LED 26W-NW-L-SE 37304 26 3120 4000 white microwave
IPER LED 35W-NW-L-SE 37305 35 4200 4000 white microwave

The Kanlux IPER LED ceiling fixture has a number of advantages that affect its quality. 5-year warranty, durability 50,000
hours, high luminous efficiency of 120lm/W - these are just some of them. Kanlux IPER LED ceiling lamps are based on
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components from renowned manufacturers, such as Samsung 2835 LEDs. Moreover, these lamps are characterized by
exceptional resistance to the ingress of water and dust IP65 and the highest mechanical resistance IK10 ("vandal proof"),
thanks to which you can use this ceiling lamp in every possible place inside and outside. To adapt it to every situation and
place, you can choose from: two luminaire shapes, four powers and the option of choosing luminaires with a microwave
motion sensor (SE models).

5 years Warranty under the terms of the warranty statement, available on our website
Enclosure material: plastic
Lampshade material: plastic
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IPER LED 10W-NW-O-SE IPER LED 19W-NW-O-SE IPER LED 26W-NW-O-SE IPER LED 35W-NW-O-SE

IPER LED 10W-NW-L-SE IPER LED 19W-NW-L-SE IPER LED 26W-NW-L-SE IPER LED 35W-NW-L-SE
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