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  Tip de protecție

KSD-T2 275/40 1P 23130 230 AC 1 T2 (C)
KSD-T2 275/40 M 23131 230 AC 1 T2 (C)
KSD-T2 275/120 3P 23132 230 AC 3 T2 (C)
KSD-T2 275/160 3P+N 23133 230 AC 4 T2 (C)
KSD-T1T2 275/240 3P+N 23920 230 AC 4 T1+T2 (B+C)
KSD-T1+T2 275/180 3P 23921 230 AC 3 T1+T2 (B+C)
KSD-T1T2 275/120 1P+N 23922 230 AC 2 T1+T2 (B+C)
KSD-T1+T2 275/60 1P 23923 230 AC 1 T1+T2 (B+C)
KSD-T1+T2 275/60 M 23924 230 AC 1 T1+T2 (B+C)

KSD-T2 275/40 1P KSD-T2 275/40 M KSD-T2 275/120 3P KSD-T2 275/160 3P+N
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KSD-T1T2 275/240 3P+N KSD-T1+T2 275/180 3P KSD-T1T2 275/120 1P+N KSD-T1+T2 275/60 1P

KSD-T1+T2 275/60 M

KSD-T2 275/40 1P KSD-T2 275/120 3P KSD-T2 275/160 3P+N KSD-T1T2 275/240 3P+N

KSD-T1+T2 275/180 3P KSD-T1T2 275/120 1P+N KSD-T1+T2 275/60 1P
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