TAVO LED DL 12W-NW

Kanlux TAVO LED
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TAVO LED DL 12W-NW 36517 12 alb 1250 120 4000
TAVO LED DL 18W-NW | 36518 18 alb 1900 120 4000
TAVO LED DL 24W-NW | 36519 24 alb 2600 120 4000
TAVO LED DL 5W-NW 36515 5 alb 400 120 4000
TAVO LED DL 9W-NW 36516 9 alb 900 120 4000
TAVO LED DO 12W-NW | 36512 12 alb 1250 120 4000
TAVO LED DO 18W-NW | 36513 18 alb 1900 120 4000
TAVO LED DO 24W-NW | 36514 24 alb 2600 120 4000
TAVO LED DO 5W-NW 36510 5 alb 400 120 4000
TAVO LED DO 9W-NW 36511 9 alb 900 120 4000
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Accesorii

36520 TAVO FRAME DO 12W  Frame for surface mounting of Kanlux TAVO LED
downlights.
36521 TAVO FRAME DO 18W  Frame for surface mounting of Kanlux TAVO LED
downlights.
I l ¢
36522 TAVO FRAME DL 12W  Frame for surface mounting of Kanlux TAVO LED
downlights.
JCINES
!
36523 TAVO FRAME DL18W  Frame for surface mounting of Kanlux TAVO LED
downlights.
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Fotometrie: rezultatele obtinute in timpul testarii unui exemplar concret.
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