— Kanlux ALD-SL-NT

e 5-roCna zaruka podla podmienok vyhlasenia o zaruke, ktoré je dostupné na webovej stranke
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ALD-SL-NW-MAT-B-NT 34164 10 4000 matné X85/Y95 Cierna 1300 580
ALD-SL-NW-MAT-S-NT 34176 10 4000 matné X85/Y95 striebornd 1300 580
ALD-SL-NW-MAT-W-NT 34152 10 4000 matné X85/Y95 biela 1300 580

ALD-SL-NW-MPR-B-NT 34168 10 4000 mikroprizmaticky X75/Y90 Cierna 1200 580

ALD-SL-NW-MPR-S-NT 34180 10 4000 mikroprizmaticky X75/Y90 striebornd 1200 580

ALD-SL-NW-MPR-W-NT 34156 10 4000 mikroprizmaticky X75/Y90 biela 1200 580

ALD-SL-NW-RST-B-NT 34172 10 4000 raster X90/Y90 Cierna 1584 580
ALD-SL-NW-RST-W-NT 34160 10 4000 raster X90/Y90 biela 1782 580
ALD-SL-WW-MAT-B-NT 34166 10 3000 matné X85/Y95 Cierna Nn50 580
ALD-SL-WW-MAT-S-NT 34178 10 3000 matné X85/Y95 striebornd 1150 580
ALD-SL-WW-MAT-W-NT 34154 10 3000 matné X85/Y95 biela 1150 580

ALD-SL-WW-MPR-B-NT 34170 10 3000 mikroprizmaticky X75/Y90 Cierna 1050 580

ALD-SL-WW-MPR-S-NT 34182 10 3000 mikroprizmaticky X75/Y90 striebornd 1050 580

ALD-SL-WW-MPR-W-NT | 34158 10 3000 mikroprizmaticky X75/Y90 biela 1050 580

ALD-SL-WW-RST-B-NT 34174 10 3000 raster X90/Y90 Cierna 1584 580
ALD-SL-WW-RST-W-NT 34162 10 3000 raster X90/Y90 biela 1782 580
ALD-SL5D-NW-RST-B-NT | 37592 10 4000 raster X60/Y60 Cierna 1584 580
ALD-SL5D-NW-RST-W-NT | 37593 10 4000 raster X60/Y60 biela 1782 580
ALD-SL5D-WW-RST-B-NT | 37594 | 10 3000 raster X60/Y60 Cierna 1584 580
ALD-SL5D-WW-RST-W-NT | 37595 10 3000 raster X60/Y60 biela 1782 580

ALD-SL-MAT-B-NT ALD-SL-MAT-S-NT ALD-SL-MAT-W-NT ALD-SL-MPR-B-NT

ALD-SL-MPR-S-NT ALD-SL-MPR-W-NT ALD-SL-RST-B-NT ALD-SL-RST-W-NT
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Prislusenstvo

32543 ALIN CORD DALI TF-W Napdjaci
kabel pre
linedrne

. svietidla
< i ) ?LIN, 1-
i > Azovy,
=4 DAL, biely,
150cm

32544 ALIN CORD DALI1F-B Napajaci
kabel pre
linedrne

A~ svietidla

- Azovy,
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Cierny,
150cm
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50/60Hz

32545 ALIN CORD DALI1F-SR Napajaci
kabel pre
linedrne

. svietidla
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= DALI,
strieborny,
150cm
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5155
579

07871 ROPE-NT 150 SINGLE ROPE-NT
150 SINGLE
ocelové

lanko
/@ (jedno) na
‘ zavesenie

svietidla, 2
ks v baleni

27109 KLOSZ MPR AL TIWAZ1I7W  Diflzor
MPR pre
svietidla
ALIN,
KLOSZ
MPR AL
TTWA7W,
(27109)

Vytvoreny dokument: 30.09.2025, 20:01

Zmena technickych parametrov vyhradena. Udaje, ktoré s uvedené v tomto materidli, nie su pravne zavazné.

Fotometria: vysledky ziskané pri testovani konkrétneho exemplara.
Kanlux S.A. ul. Objazdowa 1-3, 41-922 Radzionkdw, Poland kanlux@kanlux.com



