Kanlux OFIS RST LED P3

e 5-ro¢na zaruka podla podmienok vyhlasenia o zaruke, ktoré je dostupné na webovej stranke
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Rad svietidiel pre profesionalov z tovarne Kanlux, ktory kombinuje funkénost a estetiku. Vdaka velmi dobrym svetelnym
parametrom LED svietidla OFIS RST LED, umoznuje vytvarat energeticky Usporné a moderné osvetlovacie systémy.
Vybavenie svietidla riadiacou elektronikou (systém DALI, CASAMBI ready) umozfuje inteligentné riadenie osvetlenia v
kazdom objekte.
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OS-H5D-NW-RST-B-P3
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OS-H5D-NW-RST-B-P3 35969 49 5600 4000 raster 60 cierna
OS-H5D-NW-RST-W-P3 | 35841 49 6250 4000 raster 60 biela
OS-H5D-WN-RST-B-P3 | 36145 49 5450 3500 raster 60 Cierna
OS-H5D-WN-RST-W-P3 | 36081 49 6100 3500 raster 60 biela
OS-H5D-WW-RST-B-P3 | 35953 49 5300 3000 raster 60 Cierna
OS-H5D-WW-RST-W-P3 | 35825 49 5950 3000 raster 60 biela
OS-H8D-NW-RST-B-P3 36001 49 5600 4000 raster 90 cierna
OS-H8D-NW-RST-W-P3 | 35873 49 6250 4000 raster 90 biela
OS-H8D-WN-RST-B-P3 | 36161 49 5450 3500 raster 90 Cierna
OS-H8D-WN-RST-W-P3 | 36097 49 6100 3500 raster 90 biela
OS-H8D-WW-RST-B-P3 | 35985 49 5300 3000 raster 90 Cierna
OS-H8D-WW-RST-W-P3 | 35857 49 5950 3000 raster 90 biela
OS-L5D-NW-RST-B-P3 35961 31 3850 4000 raster 60 cierna
OS-L5D-NW-RST-W-P3 | 35833 31 4300 4000 raster 60 biela
OS-L5D-WN-RST-B-P3 36137 31 3800 3500 raster 60 cierna
OS-L5D-WN-RST-W-P3 | 36073 31 4250 3500 raster 60 biela
OS-L5D-WW-RST-B-P3 | 35945 31 3750 3000 raster 60 CcCierna
OS-L5D-WW-RST-W-P3 | 35817 31 4200 3000 raster 60 biela
OS-L8D-NW-RST-B-P3 35993 31 3850 4000 raster 90 cierna
OS-L8D-NW-RST-W-P3 | 35865 31 4300 4000 raster 90 biela
OS-L8D-WN-RST-B-P3 36153 31 3800 3500 raster 90 <cCierna
OS-L8D-WN-RST-W-P3 | 36089 31 4250 3500 raster 90 biela
OS-L8D-WW-RST-B-P3 35977 31 3750 3000 raster 90 Cierna
OS-L8D-WW-RST-W-P3 | 35849 31 4200 3000 raster 90 biela
OS-M5D-NW-RST-B-P3 | 35965 39 4800 4000 raster 60 Ccierna
OS-M5D-NW-RST-W-P3 | 35837 39 5400 4000 raster 60 biela
OS-M5D-WN-RST-B-P3 | 36141 39 4700 3500 raster 60 cCierna
OS-M5D-WN-RST-W-P3 | 36077 39 5300 3500 raster 60 biela
OS-M5D-WW-RST-B-P3 | 35949 | 39 4650 3000 raster ©0 cierna
OS-M5D-WW-RST-W-P3 | 35821 39 5250 3000 raster 60 biela
OS-M8D-NW-RST-B-P3 | 35997 39 4800 4000 raster 90 Cierna
OS-M8D-NW-RST-W-P3 | 35869 39 5400 4000 raster 90 biela
OS-M8D-WN-RST-B-P3 | 36157 39 4700 3500 raster 90 CcCierna
OS-M8D-WN-RST-W-P3 | 36093 | 39 5300 3500 raster 90 biela
OS-M8D-WW-RST-B-P3 | 35981 39 4650 3000 raster 90 cCierna
OS-M8D-WW-RST-W-P3 | 35853 39 5250 3000 raster 90 biela
OS-S5D-NW-RST-B-P3 35957 22 2850 4000 raster ©0 CcCierna
OS-S5D-NW-RST-W-P3 | 35829 22 3250 4000 raster 60 biela
OS-S5D-WN-RST-B-P3 36133 22 2800 3500 raster 60 cierna
OS-S5D-WN-RST-W-P3 | 36069 | 22 3150 3500 raster 60 biela
OS-S5D-WW-RST-B-P3 | 35941 22 2750 3000 raster 60 CcCierna
OS-S5D-WW-RST-W-P3 | 35813 22 3050 3000 raster 60 biela
0OS-S8D-NW-RST-B-P3 35989 22 2850 4000 raster 90 <cCierna
0OS-S8D-NW-RST-W-P3 | 35861 22 3250 4000 raster 90 biela
0OS-S8D-WN-RST-B-P3 36149 22 2800 3500 raster 90 CcCierna
0OS-S8D-WN-RST-W-P3 | 36085 | 22 3150 3500 raster 90 biela
OS-S8D-WW-RST-B-P3 | 35973 22 2750 3000 raster 90 Cierna
0OS-S8D-WW-RST-W-P3 | 35845 | 22 3050 3000 raster 90 biela
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Vytvoreny dokument: 01.10.2025, 02:10

Zmena technickych parametrov vyhradena. Udaje, ktoré si uvedené v tomto materiali, nie sU pravne zavazné.
Fotometria: vysledky ziskané pri testovani konkrétneho exemplara.
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