Kanlux TAVO LED

Kanlux TAVO LED je rad zapustenych stropnych svietidiel. SU k dispozicii v dvoch tvaroch (gulaty a hranaty) aaz 5
vykonoch - od 5W do 24W. Stropné svietidla Kanlux TAVO LED sa vyznacuju minimalistickym Skandinavskym dizajnom.
Dal&imi vyhodami su ich odolnost IP44/20 a taktiez moznost povrchovej montaze modelov 12W a 18W do ramika Kanlux

TAVO FRAME.
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TAVO LED DL 12W-NW 36517 12 pbiela 1250 120 4000
TAVO LED DL18W-NW | 36518 18 biela 1900 120 4000
TAVO LED DL 24W-NW | 36519 24 pbiela 2600 120 4000
TAVO LED DL 5W-NW 36515 5 biela 400 120 4000
TAVO LED DL 9W-NW 36516 9 biela 900 120 4000
TAVO LED DO 12W-NW | 36512 12 pbiela 1250 120 4000
TAVO LED DO 18W-NW | 36513 18 biela 1900 120 4000
TAVO LED DO 24W-NW | 36514 24 pbiela 2600 120 4000
TAVO LED DO 5W-NW 36510 5 biela 400 120 4000
TAVO LED DO 9W-NW 36511 9 biela 900 120 4000
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Prislusenstvo

36520 TAVO FRAME DO 12W  Ramcek pre prisadend montaz stropnych svietidiel Kanlux TAVO
LED.
36521 TAVO FRAME DO 18W Ramcek pre prisadend montaz stropnych svietidiel Kanlux TAVO
LED.
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36522 TAVO FRAME DL 12W  Ramcek pre prisadend montaz stropnych svietidiel Kanlux TAVO
LED.
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!
36523 TAVO FRAME DL18W  Ramcek pre prisadend montaz stropnych svietidiel Kanlux TAVO
LED.
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Zmena technickych parametrov vyhradena. Udaje, ktoré si uvedené v tomto materidli, nie sU pravne zavazné.

Fotometria: vysledky ziskané pri testovani konkrétneho exemplara.
Kanlux S.A. ul. Objazdowa 1-3, 41-922 Radzionkdw, Poland kanlux@kanlux.com



